
CONSOLE CARRIER SYSTEM Type 303 KT 80
303 KT 100
303 KT 120
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Angle console
consists of:
2 Pieces Base element
1 Piece   Connection plate
plus connection screws
and nuts.
Dimensions see table below.

Double console
consists of:
3 Pieces Base element
2 Pieces Connection plate
plus connection screws
and nuts.
Dimensions see table below.

Bridge
consists of:
2 Pieces Base element
1 Piece   Console rail
2 Pieces Connection plate
plus connection screws
and nuts.
Dimensions see table below.

Components Type / Form Type / Form Type / Form

Base element 303 KT 80 303 KT 100 303 KT 120

L [mm] L [mm] L [mm]

selectable
in range

92 - 3000

selectable
in range

112 - 3000

selectable
in range

132 - 3000

Dimensions
Base plate

Dimensions
Base plate

Dimensions
Base plate

A B øD A B øD A B øD

220 170 17 220 170 17 220 170 17

Console rail 303 KTS 80 303 KTS 100 303 KTS 120

L [mm] L [mm] L [mm]

selectable
in range

300 - 1200

selectable
in range

320 - 1200

selectable
in range

340 - 1200

Connection plate 303 KTV 80 303 KTV 100 303 KTV 120

B H S B H S B H S
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Ordering designations: Components...               Type...           Piece...       Length...             Surface
e.g.      Base element              303 KT 100       1 Piece        L= 2000        hot-dip galvanized

Base element              303 KT 100       1 Piece        L= 1000        hot-dip galvanized
Connection plate         303 KTV 100 1 Piece                             hot-dip galvanized
including connection screws and nuts
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